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Concrete

Foundations

Public Road Side

PLAN OF DOUBLE

PIER@6000mm CRS MAX

PLAN OF SINGLE

PIER @ 3000mm CRS MAX

LINE OF FOUNDATION

LINE OF FOUNDATION

Provide double piers  at 6000mm

centres with 18mm clear and open

movment/ control joints

Provide single piers at

3000mm centres

Non public

2
1
0
0

INSITU CONCRETE CAPPING TO

BOUNDARY WALL AND PIERS

215 HOLLOW CONCRETE BLOCK

WALL TO A HEIGHT OF 2100MM MIN

HOLLOW BLOCK PIERS AT 3M CRS

EXPANSION JOINTS AT EVERY 6M

CRS WITH REINFOCEMENTS AMD

COMCRETE INFILL

CAPPING AND FOOTINGS TO STEP

WITH GROUND PROFILE

215mm SADDLE BACKED CAPPING

TO TOP OF WALL INC. 30mm DRIP

PROJECTION INSITU WORK TO

PIERS

215mm HOLLOW CONCRETE BLOCK

ABOVE GROUND LEVEL

PUBLIC FACE OF WALL TO BE DRY

DASH RENDERED TO MAIN

SPECIFICATION

NON PUBLIC TO BE FAIRFACE

POINTED BLOCK

FORM RENDER BELL CAST WITH

PROPRIETRY EXPANDED METAL

STOP BEAD

INC. SMOOTH RENDER PLINTH

MINIMUM 150mm WIDE ABOVE GL

RISING WALLS IN DENSE BLOCK

WITH PC LINTELS TO SERVICE

PENETRATIONS

FOOTINGS IN MIN 600mm X 300mm

GRADE 20N20 CONCRETE WITH A

142 MESH REINFORCEMENT OR AS

SPECIFIED BY ENGINEER
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PLAN

SECTION
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100x125 CONCRETE POST

50 X 100 TREATED TIMBER

25 X 150 Board

125X150 CONCRETE BASE
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Proposed new

Concrete post &
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 Boundary Type C
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4 TENDER

5 CONSTRUCTION
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1 PRELIMINARY

2 PLANNING
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Housing Association

HIGH PARK CONVENT,

GRACE PARK ROAD, DUBLIN 9

Telephone : 01 818 35790   Facsimile: 01-8087740

E-mail: info@respond.ie
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Proposed Development at

Flinters Field

Athy Co. Kildare

Boundary Treatment Plan

AA

Mar 2017

P16/09/P03

Kildare County Council

As Shown

Boundary Treatment Plan
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House 18 to 4-bed

aa 06/04/17

Legend:

Wall Type A

2100mm high concrete block wall with

concrete capping. * where visible from the

public road wall to be rendered.

Wall Type B

1100mm high bow top metal railing

Boundary Wall Type:

Wall Type C

1800mm high Conc. Post & Timber panel

fence

Wall Type B

1500mm high bow top metal railing


