
FLANGED

SLUICE VALVE

REFER TO STD - W- 13

FOR BEDDING AND

BACKFILLING DETAILS

75mm HIGH

LETTERING

CONCRETE ROOF SLAB

C30 / 37 REINFORCED SLAB

FLANGED

SLUICE VALVE

EXTENSION SPINDLE

REFER TO STD - W- 13

FOR BEDDING AND

BACKFILLING DETAILS

75mm HIGH

LETTERING

CONCRETE ROOF SLAB

C30 / 37 REINFORCED SLAB

FUSION WELD

STUB FLANGE

WITH BACKING RING

POLYETHYLENE

(P.E.) PIPE

FUSION WELD

STUB FLANGE

WITH BACKING RING

CONCRETE BASE

C25 / 30

CONCRETE BASE

C25 / 30

PRECAST CONCRETE

UNITS

(REFER TO NOTE 5.)

DISMANTLING

JOINT

FUSION WELD

STUB FLANGE

WITH BACKING RING
DISMANTLING

JOINT

PRECAST CONCRETE

UNITS

(REFER TO NOTE 5.)

CONCRETE

SUPPORT

CONCRETE

SUPPORT

STAINLESS

STEEL

METAL

BAND

FINISHED GROUND LEVEL

COVER TO BE SET AS PER

MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK

SET IN C50/60 MORTAR

CONCRETE ROOF SLAB

C30 / 37 REINFORCED SLAB

CONCRETE ROOF SLAB

C30 / 37 REINFORCED

SLAB

COVER TO BE SET AS PER

MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK

SET IN C50/60 MORTAR

FINISHED GROUND LEVEL

HEAVY DUTY COVER AND FRAME,

STAMPED ''SV'' CLASS D400

(TO SUIT 445 x 280 OPE)

HEAVY DUTY COVER AND FRAME,

STAMPED ''SV'' CLASS D400

(TO SUIT 445 x 280 OPE)

215mm THICK 20N/mm²

CONCRETE BLOCKWORK

IN ACCORDANCE WITH IS EN 771-3

215mm THICK 20N/mm²

CONCRETE BLOCKWORK

IN ACCORDANCE WITH IS EN 771-3

info@waterford.morce.ie

+353 51 876 855

+353 51 876 828

St. Catherine's House,

WATERFORD

Catherine Street

2B Richview Office Park,

info@morce.ie

+353 1 260 2660

+353 1 260 2655

Clonskeagh,

DUBLIN 14.

Fax:

Tel:

Email:

Fax:

Tel:

Email:

1. ALL DIMENSIONS IN MILLIMETRES (MM)  UNLESS NOTED OTHERWISE.

2. SLUICE VALVE  CHAMBERS SHALL BE COVERED WITH APPROVED  HEAVY DUTY  COVER AND FRAME SHALL BE

SUITABLE FOR ROAD AND TRAFFIC CONDITIONS AND IS SUBJECT TO THE APPROVAL OF IRISH WATER.

3. SLUICE VALVES SHALL BE DOUBLE FLANGED WITH DUCTILE IRON RESILIENT SEAL GATE VALVES, SUITABLE FOR

USE IN WATER MAINS. THEY SHALL COMPLY WITH THE  REQUIREMENTS OF IS EN 1074 AND THEY SHALL HAVE THE

BS KITEMARK.

4.  ALL SLUICE VALVES SHALL BE ANTI-CLOCKWISE CLOSING.

5. CONCRETE CHAMBERS SHALL BE SURROUNDED BY A MINIMUM OF 150MM COMPACTED CLAUSE 804 MATERIAL AS

PER STD-W-13.


